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1. With the system facing you, 
    remove the left hand end cap
    using a Phillips head screwdriver 
    to expose the reel (with leader 
    strip protruding out of the system). 
    
    WARNING:
    Take care when removing the 
    end cap. The reel may not be 
    completely unwound and may
    cause the end cap to spin quickly.

2. Place the pin into the right-hand 
    end cap. Rotate the reel until the 
    hole in the reel lines up with the
    hole in the end cap. Place the 
    Allen key to stop the reel from 
    rotating.

3. Position the left-hand end plate
    onto the system so that the fl at
    metal bar of the reel protrudes 
    from the slot in the end cap.
    Grip the fl at bar with a vice grip.

4. Rotate the fl at bar clockwise.
    The table above indicates
    the number of rotations 
    required for different size
    BannerBug® models.

5. Replace the screws in the 
    left-hand end cap.

Model Size # of Turns 

Desk Bug 8.69” (220mm) 7

Baby Bug 22.81” (580mm) 15

33” Bug 33.44” (850mm) 21

39” Bug 39.375” (1000mm) 22

47” Bug 47.25” (1200mm) 23

59” Bug 59.17” (1500mm) 30

72” Bug 72.75” (1800mm) 30

Giant Bug 39.375” (1000mm) 25
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